Professional UHF wireless microphone, including a
receiver, a handheld transmitter and a lavalier transmitter.
100 channels available. The display on the receiver shows
all operating information. Frequency pairing can be made
in a few seconds, thanks to the infrared sensor. The
wireless mlcrophone operates in UHF band with special
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Dual UHF wireless microphone (handheld + lavalier)

Autonomy

Output connectors
Display

Diversity system

Frequency type

8h

XLR + 6,3mm Jack
Yes

Diversity antennna
UHF

Operating range 70 mt

Receiver dimensions 300x50x170mm

Carrying case No

Color black

Weight 2kg

Product dimensions 300x50x170mm

Power supply 110V - 220V

Notes Freq. range: 640,00 - 689,75

RACK

I9H '.

.
AR E

&1} IPLAT

7N (te)

OVERSITY  UHF  wLRouT

DOWNLOAD @

Scarica ora
il catalogo aggiornato

|18

W

SCOPRI TUTTE LE NOVITA
X SUL NOSTRO SITO

www.karmaitaliana.it

8015439276201

Karma ltaliana srl siimpegna affinche le informazioni contenute in questa scheda siano le piu precise possibili. Allo scopo di migliorare i propri prodotti, Karma Italiana si
riserva il diritto di apportare modifiche ai propri prodotti senza alcun preawviso. Tutti i prodotti Karma sono conformi alle normative vigenti dell'Unione Europea
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