Professional powered speaker with dual UHF microphone
and remote control. The built-in battery can be recharged
from a domestic power outlet or at 12V. It is possible to
connect to the panel a wired microphone or a music
instrument, via combo XLR - 6,3mm connectors.

It also comes with RCA sockets for input and output of line
signals.

The echo effect with reverb adjustment can be applied to
the microphones and the master signal can be equalized
at will. The multimedia module features bluetooth function,
FM radio, MP3 player via USB and a large display showing
main information and the battery charge level.
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SCHEDA TECNICA / TECHNICAL SHEET

BM 12160

240W speaker with dual wireless microphone

Line inputs 1
Mic inputs 1
Mp3 player USB port for Mp3
Kind of speaker Amplified
| Mounting hole for stand Yes
Tweeter Dimensions 1"
Woofer dimension 12" (30cm)
Handles Yes
Wheels Yes
Material Plastic (ABS)
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Frequency response

Power supply

Notes

45Hz - 18KHz (-6dB)

RMS power 120W
SD player Not present

a R -— :I\ REC function No

EIE MPB Musical instruments inputs Yes

‘ ' * ! PLAYER @ Max power 240 W
Bluetooth Ver. 5.0
Radio Yes, FM
Kind of amplifier Digital
Magnet 40 oz
Remote control Included
Voice coil 2"
Battery type 12V - 7Ah Lead acid battery
TWS function Yes
Wireless mic Yes
Color black
Weight 14,5 kg
Product dimensions 350 x 555 x 320mm

110V-220V / battery
Mics frequencies: UHF A : 643,00

- B 668,50 Mhz

Karma ltaliana srl siimpegna affinche le informazioni contenute in questa scheda siano le piu precise possibili. Allo scopo di migliorare i propri prodotti, Karma Italiana si
riserva il diritto di apportare modifiche ai propri prodotti senza alcun preawviso. Tutti i prodotti Karma sono conformi alle normative vigenti dell'Unione Europea
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